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Installation Instructions

The Polaris Ski Well Vent Kit is designed to provide additional air flow directly into the clutch area
and exhaust area to reduce under hood temperatures. 

Prior to installing Frogzskin™ make sure to inspect for proper clearances for the hole on both sides.

1. Cut out template and tape into position on the inside of the ski well in front of the clutch.

2. Mark the center of the holes to be drilled with center punch.

3. Repeat steps 1 & 2 for the right side in front of the exhaust. Drill holes using a standard 2.125" hole saw.
Other sizes may be used but this size was chosen because it's commonly used to install door hardware.

4.  Deburr and clean up any sharp edges or plastic shavings around the hole opening.

5. Clean and prepare the surface that the adhesive will come in contact with. This can be done
    with denatured alcohol. This will remove any dirt, oils or silicone mold release agents. 

NOTE: All adhesive applications must be made at household temperatures 
and must remain inside for 24 hours before being subject to cold temperatures.

6. Remove silicone backing half way from the narrow end and fold it back.
This will allow you to get it started while still having someplace to hold the Frogzskin,

try avoiding contact between your fingers and the adhesive.

7. Align exposed Frogzskin and press into place. Remove the remainder of the silicone liner and work 
the Frogzskin into place. The Frogzskin can be removed and repositioned if desired.

TIP: Align and apply one small area first. Work the Frogzskin along one guide edge of the opening, 
pulling to the outside edges keeping material taught. Often a credit card can help to 

position the Frogzskin into the narrower and thinner areas. 

8. Press firmly to work out any air bubbles or wrinkles. 

9. After the 24 hour setup time is over you are ready to go.

If the Frogzskin adhesive feels soft and pliable at room temperature, it is supposed to. 
It is a characteristic of its design. It is engineered to withstand extreme cold temperature. 

It has been tested and succeeded down to -109º F.

Make sure to check the web site for additional details on installation instructions and applications.
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PATENT PENDINGCut templates along the outer perimeter only

The template can be used for both left and right side, just flip it over.
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